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nanowires	 themselves	 that	 strongly	 scatter	 light.	 The	optical	 effects	 could	be	exploited	 in	 functional	devices	
including	 tunable	 privacy	 windows,	 displays,	 and	 camouflage.	 There	 is	 also	 the	 potential	 for	 tuning	 the	
adhesion	of	elastomers	to	other	materials.		
	 The	surface	morphology	of	elastomers	and	polymers	can	be	altered	in	a	number	of	different	ways,	for	
instance	by	 exposing	 to	 a	different	 chemical	 environment,	 applying	 an	external	 force,	 by	 changing	 the	
temperature,	or,	for	some	materials,	by	applying	to	electric	field.	These	are	typically	slow	processes	and	
the	 surface	 deformations	 produced	 are	 often	 irreversible.	 	 For	 instance,	 when	 PDMS	 is	 exposed	 to	
ionizing	radiation,	such	as	a	gas	plasma	used	to	increase	adhesion	to	its	surface,	it	wrinkles	in	response	to	
the	 shrinkage	 in	 the	 near-surface	 region.1,2	 	 Similarly,	 swelling	 of	 a	 laterally	 confined	 polymer	 film	
exposed	to	a	solvent,	whether	on	a	solid	or	liquid	substrates,	can	create	wrinkle	patterns.3		Wrinkling	also	
can	be	produced	by	exploiting	 large	strain	 incompatibility	between	different	materials,	such	as	metallic	
films	 on	 an	 elastomeric	 surface,	 in	 response	 to	 changes	 in	 temperature.4,5	 Recent	 works	 have	 used	
electric	field	to	induce	electromechanical	instabilities,	leading	to	deformation	on	the	surface.6–10	In	some	
cases,	the	deformation	is	quite	fast,7,11	however	the	use	of	a	highly	conducting,	thick	liquid	electrolyte	as	
an	 electrode	 limits	 its	 practicality.	 	 In	 this	 work,	 we	 describe	 an	 alternative,	 more	 rapid	 as	 well	 as	
reversible	 process	 based	on	 electric	 field	 controlled	 electrostatic	 interactions	 across	 the	 thickness	 of	 a	
thin	 sheet	 of	 elastomer.	 The	 magnitude	 of	 the	 resulting	 surface	 deformations	 can	 be	 controlled	 by	




	 During	 the	 course	 of	 our	 work	 utilizing	 percolative	 networks	 of	 SWCNT	 and	 silver	 nanowires	 as	
compliant,	electrically	conducting	electrodes	for	dielectric	elastomer	actuators12	 	and	energy	harvesting	
systems13,14,	 we	 noticed	 that	 the	 surface	 deformed	 slightly	 when	 an	 electric	 field	 was	 applied	 to	 the	
electrodes.	 To	 investigate	 this	 observation	 systematically,	 we	 fabricated	 a	 simple	 layered	 structure	





prepared	 from	 an	 ethanol	 suspension	 (90	 nm	 average	 diameter,	 20-60	 µm	 length,	 SLW-NW-90,	 Blue	
Nano,	Charlotte,	NC),	cast	through	a	Teflon	filter	and	then	transferred	to	the	surface	of	a	thin	elastomer	
sheet12.	The	nanowire	network	was	connected	 to	a	high-voltage	source	with	 the	other	electrode	being	





Fig.	1.	 (a)	Bright	 field	optical	microscope	 image	showing	the	spatial	distribution	of	 the	silver	nanowires	and	the	surface	of	 the	
elastomer	in	between.	The	areal	density	of	nanowires	 is	~	78	mg/m2.	(b)	to	(d)	the	same	region	at	the	indicated	electric	fields	





forces	 to	 the	oppositely	 charged	 ITO	electrode.	 For	 a	 uniformly	distributed	 charge	on	 the	 surface	of	 a	
dielectric	having	a	permittivity,	ε,	 the	force	acting	on	the	surface	 is	 the	Maxwell	stress	tensor	σ.	 In	the	
absence	of	magnetic	field,	this	can	be	expressed	as15,16:	




interface	of	the	conductor	and	dielectric.	This	electric	 field	 is	depicted	by	the	 lines	emanating	from	the	
nanowires	 to	 the	other	 electrode	 interface,	 as	 shown	 schematically	 in	 the	 Fig	 1(e).	 At	 the	 interface	of	



















επ 	 	 	 	 	 	 	 	 	 	 	 	 (2)	
where	Φ	is	the	potential,	H	is	the	distance	between	the	axis	of	wire	and	plane,	and	R	is	the	wire	radius,	




















of	 electric	 field.	 	 	Dark	outlines	 along	 the	 length	of	 the	nanowires	 indicate	 that	 light	 is	 reflected	at	 an	
angle	away	from	the	 incident	 illumination	by	the	 local	curvature	of	deformed	elastomer	surface.	These	
dark	 outlines	 diminish	 away	 from	 the	 nanowires	 indicating	 that	 the	 surface	 has	 bulged	 upwards	 in	
between.	 Comparison	 of	 the	 individual	 images	 also	 shows	 that	 the	 lateral	 positions	 of	 the	 individual	
nanowires	 are	 unchanged	 as	 the	 electric	 field	 is	 applied.	 Another	 feature	 of	 the	 images	 is	 that	 as	 the	
applied	electric	field	is	increased,	the	optical	contrast	becomes	more	pronounced	especially	at	the	ends	
of	the	nanowires,	as	illustrated	by	the	‘B’	arrow	in	Fig	1a.	Also,	unless	the	nanowires	are	close	together,	
















	 Confocal	microscopy	 (Model	VK-X200,	Keyence	Corp.	with	a	405	nm	 laser)	was	used	to	quantify	 the	
surface	deformations	as	a	function	of	applied	electric	field.	The	results	are	illustrated	in	Fig	2.	Before	an	
electric	 field	 is	 applied,	 the	 elastomer	 surface	 is	 relatively	 flat	 and	 the	 main	 contributions	 to	 the	
roughness	are	from	the	individual	silver	nanowires	on	the	surface.	Quantitative	surface	profiles	indicate	
that	 the	 peaks	 have	 heights	 in	 the	 range	 of	 80	 to	 170	 nm,	 which	 correspond	 to	 a	 single	 and	 two	
overlapping	nanowires,	respectively	(Fig	2c).	With	the	application	of	an	electric	field,	the	morphology	of	
the	elastomer	surface	changes	continuously,	producing	deep	depressions	at	the	individual	nanowires	and	




vertical	 displacements	 occurred	 where	 the	 spacing	 between	 the	 nanowires	 was	 small	 whereas	 where	
their	spacing	was	larger,	the	relative	heights	of	the	bulges	were	larger.	Sampling	of	the	surface	profiles	of	




random	 arrangement	 of	 the	 nanowires	 makes	 it	 difficult	 to	 establish	 the	 overall	 deformation	 of	 the	
surface.	 	 An	 alternative,	more	 effective	measurement	 of	 the	 overall	 response	 can	 be	monitored	 from	
variations	 in	 the	 transmitted	 light	with	 applied	 electric	 field.	An	 example	 is	 shown	 in	 Fig.	 3a	using	 the	
optical	 arrangement	 in	 Fig	 S1(a)	 (supplementary	materials).	 	 In	 this	measurement,	 the	 combination	 of	
collimating	lenses	and	the	50	mm	spacing	between	sample	and	detector	allows	for	the	detection	of	the	
in-line	transmittance	and	the	rejection	of	most	of	the	scattered	rays.	The	data,	Fig.	3(a),	indicate	that	the	
majority	of	the	 incident	 illumination	 is	transmitted	diffusely	as	the	electric	field	 is	 increased.	The	broad	
dip	 in	 transmission	 in	 the	 400−500	 nm	 spectral	 range	 (Fig.	 3a)	 is	 attributed	 to	 the	 excitation	 of	 the	
localized	surface	plasmon	resonance	in	the	silver	nanowires.19	
	 The	 angular	 dependence	 of	 the	 transmitted	 intensity	 was	 measured	 using	 a	 2D	 detector	 in	 the	
arrangement	 shown	 in	 Fig	 S1(b)	 Supplementary	 information.	 A	 highly	 collimated	 He-Ne	 laser	 (1	 mm	
diameter)	was	shone	through	the	sample	and	detected	by	a	2D	CMOS	sensor	(15.6x23.5mm,	model	NEX-
3N,	 Sony	 Corp.)	 placed	 on	 a	 translation	 stage,	 at	 a	 distance	 of	 22mm	 from	 the	 sample,	 to	 enable	
measurements	up	 to	 large	angles.	 Images	were	 captured	 in	RAW	mode	at	different	exposure	 times	 to	






80	 and	 96	 V/µm	 are	 applied.	 The	 data	 plotted	 in	 Fig	 3b	 clearly	 shows	 a	 broadening	 of	 the	 angular	
distribution	 in	 transmitted	 intensity	 as	 the	 electric	 field	 is	 increased.	 In	 the	 absence	 of	 the	 silver	
nanowires,	 the	 angular	 distribution	 is	 the	 intrinsic	 angular	 width	 of	 the	 laser	 beam	 and	 most	 of	 its	
intensity	 is	 confined	within	±	 5°.	 	 There	 are	 some	weak	 diffraction	 peaks	 around	 the	 shoulder	 of	 the	
center	 beam,	which	 originate	 from	multiple	 interferences	 between	 the	 neutral	 density	 filters	 and	 the	
elastomer	 layers.	When	an	electric	 field	 is	applied,	 the	angular	profiles	become	much	broader,	and	the	
intensity	of	at	high	angles	 increases	at	 the	expense	of	 the	 intensity	at	 the	center	beam.	 	 	At	a	nominal	
electric	 field	 of	 96	 V/µm,	 the	 center	 (peak)	 intensity	 decreases	 by	 an	 order	 of	 magnitude,	 while	 the	
intensity	 at	 high	 angles	 increases	 by	 more	 than	 an	 order	 of	 magnitude	 out	 to	 ~	 15	 degrees.	 The	
integrated	 intensity	 of	 the	 peak	 (<	 5°)	 represents	 the	 in-line	 transmission	 in	 the	 Fig	 3(a).	 Visually,	 the	
broadening	 of	 the	 transmitted	 beam	 is	 evident	 from	 the	 photographs	 of	 the	 transmitted	 laser	 beam	







supplementary	 information.	 The	 switching	 speed	 of	 the	 transition	may	 be	 affected	 by	 several	 factors,	
which	 include	 charge	 re-distribution	 (or	 RC)	 time	 constant	 and	 viscoelastic	 of	 the	 elastomer.21	 It	 is	
suspected	 however	 that	 the	 viscoelastic	 of	 acrylic	 elastomer	 could	 be	 the	 major	 limiting	 factor	 and	
therefore	the	switching	speed	may	be	improved	using	low	viscoelastic	elastomer,	such	as	silicone.		




configurational	 dependent	 scattering.	 A	 third	 possible	 contribution	 is	 the	 refraction	 of	 the	 incident	
illumination	 by	 the	 local	 variations	 in	 the	 surface	 morphology.	 	 As	 the	 optical	 and	 confocal	 images	
indicate	that	the	lateral	positions	of	the	nanowires	do	not	change	with	the	applied	electric	field,	it	can	be	
concluded	 that	 the	 first	 two	 contributions	 cannot	 significantly	 affect	 the	 increase	 in	 angular	 scattering	
with	 electric	 field.	 Consequently,	 the	 refraction	 term,	which	does	depend	on	 the	electric	 field	 induced	
force	on	 the	nanowires,	 is	 the	major	 contribution	 to	 the	angular	broadening	of	 the	 transmitted	beam.		
Although	 the	 shape	 of	 the	 elastomer	 surface	 in	 the	 immediate	 vicinity	 of	 the	 nanowires	 is	 unknown	
because	of	the	finite	resolution	of	the	confocal	images,	the	shape	at	a	distance	a	few	wavelengths	away	
can	 be	 approximated,	 as	 shown	 from	 the	 confocal	 images,	 by	 a	 parabolic	 surface.	 	 Simple	 ray	 tracing	
based	on	the	refraction	and	reflection	from	parabolic	surfaces,	assuming	no	diffraction,	leads	to	angular	
broadening	that	 increases	as	the	amplitude	of	the	parabolic	bulge	 increases.	This	 is	consistent	with	the	







Lumerical	 Solution	 Inc.,	 Canada).	 	 The	 simulation	 cell	 is	 shown	 in	 Fig.	 4(a)	 and	 consists	 of	 parallel	
nanowires,	 diameter	R,	 with	 a	 lateral	 spacing,	 L,	 with	 the	 surface	 deformation	 in	 between	 given	 by	 a	
parabolic	function	(f	=	bx2)	with	an	amplitude,	A,	that	depends	on	the	magnitude	of	the	applied	electric	
field.	 	 	 (In	 principal,	 as	 the	 force	 on	 an	 individual	 nanowire	 is	 known	 from	 equation	 2,	 the	 resulting	
surface	 shape	 can	 be	 computed.	 However,	 this	 is	 difficult	 because	 of	 electro-mechanical	 coupling	
between	the	local	electrostatic	attraction	and	the	mechanical	response	of	the	elastomer.	This	is	further	













were	 taken	 from	Palik.23	 Power-frequency	monitors,	positioned	500	nm	below,	and	2.5	µm	above,	 the	
center	of	the	nanowires,	are	used	in	the	simulation	to	determine	the	transmission	and	reflection	at	each	
wavelength.	 The	 angular	 intensity	 of	 the	 light	 is	 calculated	 using	 far-field	 projection	 from	 Poynting	
vectors	that	pass	through	the	monitors.24		To	smooth	out	the	diffraction	effects	due	to	the	periodicity	in	
the	 simulation	 cell,	 the	 angular	 intensity	 profile	 was	 averaged	 over	 150	 profiles	 from	 different	
wavelengths	in	the	visible	range	(400	–	900nm).	This	averaging	removes	all	the	diffraction	minima,	except	
for	 the	 first	 minima	 that	 separate	 the	 zeroth	 and	 first	 diffraction	 orders.	 The	 simulation	 for	 each	
geometrical	 setup	was	performed	 twice,	 using	 0°	 and	90°	 polarization	 light	 source	 and	 the	 results	 are	
averaged	 to	 represent	 non-polarized	 light	 source.	 The	 simulated	 angular	 scattering	 profiles	 for	 two	
different	 spacing	 (L	 =	 2	 µm	 and	 6	 µm)	 of	 nanowires	 are	 shown	 in	 Fig.	 S3	 (in	 the	 Supplementary	
Information).	 	Finally,	the	angular	 intensity	 is	averaged	from	four	different	spacing	of	nanowires	from	4	
different	spacing	(L	=	1	µm,	2	µm,	6	µm,	and	12	µm)	with	each	at	similar	relative	bulge	amplitudes	(A/L	~	
0.3),	as	shown	in	Fig.	4(b).	In	the	final	averaging	it	was	assumed	that	the	area	fraction	of	the	nanowires	
was	 unchanged.	 In	 these	 averaged	 simulation	 profiles,	 the	 in-line	 transmittance	 is	 represented	 by	 the	
center	region,	which	is	peaked	at	0°.		All	the	intensity	at	higher	angles	is	due	to	scattering	and	refraction.	
	 Although	 approximate,	 the	 comparison	 in	 Fig.	 4b	 exhibits	 many	 of	 the	 essential	 features	 of	 the	
observed	optical	scattering	in	Fig.	3b.	This	is	despite	neglecting	several	affects,	such	as	due	to	the	initial	
shape	of	the	laser	beam,	spatial	variations	in	the	surface	deformation,	intrinsic	roughness	of	the	surface	
before	 actuation,	 the	 deformation	 around	 the	 ends	 of	 the	 nanowires,	 as	 well	 as	 the	 existence	 of	 the	
second	 air-elastomer	 interface	 at	 the	 exit	 surface.	 The	 simulations	 show	 that	 as	 the	 amplitude	 of	 the	
surface	 deformation	 increases,	 the	 intensity	 of	 diffused	 transmittance	 increases,	 accompanied	 by	 a	
decrease	in	the	in-line	transmittance.		A	similar	trend	is	also	observed	in	the	reflected	beam	(shown	in	Fig	
S3	 in	 the	Supplementary	 information)	although	 the	overall	 reflected	 intensity	 is	more	 than	an	order	of	




nanowires	or	 using	nanowires	having	 the	optical	 properties	of	 glass	 instead	of	 silver,	 indicate	 that	 the	








it	 is	 attracted	 to	 an	 underlying	 conductor	 causing	 a	 spatially	 non-uniform	 surface	 deformation	 of	 the	
elastomer	dielectric.		The	local	surface	displacements	increase	with	electric	field	and	can	be	many	times	
the	diameter	 of	 the	nanowires.	 The	 field-induced	 surface	undulations	 also	 strongly	 scatter	 visible	 light	
leading	to	an	angular	broadening	of	the	transmitted	light	that	increases	with	applied	electric	field.		These	
deformation	effects	 are	 fully	 reversible.	 Practical	 applications	of	 the	 field-induced	 surface	deformation	
include	 tunable	 privacy	windows,	 smart	 glass,	 projector	 screens,	 displays,	 and	 camouflage.	 Outside	 of	
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Electronic Supplementary Information 
Electrically-Tunable Surface Deformation of a Soft Elastomer 
Samuel Shian and David R. Clarke 
 
Additional Experimental Details 
The in-line spectral transmittance was measured from 400 nm to 800 nm using an Ocean Optics 
spectrometer with a halogen light source together with a pair of collimators to direct the light entering and 
exiting the device.  The setup is shown in Fig. S1(a). 
The angular dependence of the transmitted intensity was measured using a 2D detector in the arrangement 
shown in Fig. S2(b). A collimated He-Ne laser (~1 mm diameter) was shone through the sample and 
detected by a 2D CMOS sensor (15.6x23.5mm, model NEX-3N, Sony Corp.) placed on a translation 
stage, at a distance of 22mm away from the device. By translating the sensor, the intensity could be 
measured up to large angles than possible with the sensor in a fixed position. Captured images were 
sticthed together and processed using ImageJ software to generate intensity as function of radial distance 
from the center of the beam. 
Examples of simulated scattering profile from a parallel aray of nanowires at a constant spacing of 2 um 
is shown in Fig. S2 and Fig. S3. In these figures, the angular intensity profile was averaged over 150 
profiles obtained at different wavelengths in the visible range (400 – 900nm). The intensity distibution in 
Fig. S2 were plotted in linear fashion to enhance the difference between the curves.  In Fig. S2, the 





Fig. S1. Schematic of the arrangement for measuring the (a) direct transmittance and (b) angular 






Fig. S2. Comparison of simulated scattering profile in absent of nanowires, just the bulge, (thick green 
line), with nanowire made of silver (red line), and nanowire made of glass (dotted line) are shown for (a) 
in transmission and (b) in reflection. At a relatively high bulge amplitude A/L = 0.3, the scattering from 
metallic silver structure is negligible in the transmission and more pronounced in the reflection.  
 
 
Fig. S3. Example of simulated scattering profile at (a) spacing at L = 6 µm and (b) L = 2 µm. Note that in 
(a) both transmission and reflection are shown in a polar plot while in (b) only shows the angular 
dependence in transmission.   
	
